STAIRCASES

STAIRCASE: HOUSE IN HANOVER, NEW HAMPSHIRE
DESIGNED BY E. H. AND M. K. HUNTER

STAIRCASES

~welded joint

The hardwood treads are supported at the wall on

metal angles concealed behind panelling, and at
the outer end by painted rods which are continued
through the ceiling to act as balusters on the
landing above.

h-« r\.w\

52

Volume 2

o
ELEVATION OF STAR. scale 4= | -0

m. 5. angle
mitred nosing

PART PLAN OF TREAD.

Z"x".m 3. handrail
with edges filed down
{
! —
[

welded joint

.

T / boarding

¥ u
2-9 % ock
/

N

N
N\
m.s. rod welded
to angles

\\ WAL

LONGITUDINAL SECTION THROUGH STAIR. scale 4 full size

- —sec] [l -concrete wall

—

{11 EOARE .

\

S "
= e plywood

Sy
eommoce [0 ,
| 16 plywood” [l|| ¥ || \ \ |
Y 1\ /1Y I\ |
/ I / \
:j (R | \ \t o |
-~ 2x% m.s. bar _ \ \ | |
bolted by 7" dia. NI | | \ / [ |
\ |

washer __ T

bolt to beam |\ \/ \/ |
I \
welded joint —y) | \ | \ |

blocking piece |

SN X \,.”/_\A’:L.T&

‘ 10" 2

ceiling tile

ik 's/l'd:a m.s. rod
‘ welded to angles

oak nosing
screwed to angle

lead wool L S
packing e 3-6
\\ ‘
[ R T ) — ——
L——— = =
'_' ° ] N H "y %% steel angle
N . s 11" long

CROSS SECTION THROUGH STAIR AND HANDRAIL.

1
scale /4 full size

53




